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CITY OF WINTER PARK PUBLIC WORKS AND
TRANSPORTATION DEPARTEMENT

PROJECT NAME: PARK AVE. & CANTON AVE CBD
REFRESH
PROCT DETAIL: SIGNALIZATION PLAN CONDUIT AND
INTERCONNECT LAYOUT FOR FUTURE SIGNAL & ITS
INFRASTRUCTURE.
LOCATION: PARK AVE (NOTRH-SOUTH) & CANTON AVE
(EAST-WEST) WINTER PARK FLORIDA

LEGEND

1. WINTER PARK PUBLIC WORKS & TRANSPORTATION
DEPARTMENT PROPOSED CONDUITS, CABINET AND PULL
BOXES ( TRUNK, FIBER BACKBONE, SIGNAL RING AND
LOCAL CONNECTIONS) — WHITE -

2. PARTIAL ELECTRICAL SITE PLAN SIGNAL RING
CONDUIT AND LOCAL CONNECTIONS-SEE FULL SITE
THIS SHEET.

3. EXISTING CONDUITS AND BOXES (TRUNK AND SIGNAL

—_—— — — ES —————

4. PROPOSED POLICE (PICKLE)DEDICATED CONDUIT AND
PULL BOX-MAGENTA — — —P— — —

RING) - BLUE

DESIGN REQUIREMENTS (ADA + CONSTRUCTION)

1. NO PULL BOXES OR UTILITY COVERS SHALL
BE LOCATED WITHIN CURB RAMPS,
LANDINGS, DETECTABLE WARNING SURFACES,
OR PEDESTRIAN ACCESS ROUTE.

2. LOCATE PULL BOXES BEHIND SIDEWALK OR
OFFSET A MINIMUM OF 5-10 FEET FROM
CURB RAMP LIMITS WHERE FEASIBLE.

3. 4" CONDUIT BANK-PREFERRED 2X2
CONFIGURATION ADJUST
(HORIZONTAL /VERTICAL) PER FIELD
CONDITIONS.

4. 3.5 DEPTH MIN, COVER PER FDOT INDEX
630.

5. FIELD VERIFY UTILITIES AND AVOID
CONFLICTS WITH POWER, DRAINAGE,
LIGHTING AND STREETSCAPE.

6. FINAL CONDUIT ROUTING AND PULL BOX
PLACEMENT SHALL BE VERIFIED TO AVOID
CONFLICTS WITH UTILITIES, DRAINAGE,
LIGHTING AND STREETSCAPE ELEMENTS.

SEE FULL SIZE PLAN THIS
SHEET FOR MORE WORK THIS
AREA

(5) 4" CONDUITS
533 SIGNAL /DETECTION

1) FIBER/ITS, 1 SPARE.
CONNECT TO SIGNAL RING,
TRUNK BACKBONE, FIBER/ITS
SYSTEM, AND FUTURE EXPANSION

Arraron e or W ~ |

CANTON AVE
(50 R/W. PER PB *A%, PG 67)

(5) 4" cONDYIT

039

FIBER/ITS,

STANDARDS.

SIGNAL /DETECTION

1 SPARE.
ROUTE CONDUIT BANK ALONG
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PARTIAL ELECTRICAL SITE PLAN

SCALE: 1"=30-0"

25080-E-SITE

EXISTING SIDEWALK ALIGNEMT;
NORTH-SOUTH BACKBONE ( WEST

SIDE OF PARK AVE) CONNECTS
TO CANTON AVE. TO MORSE BLVD.
AND FUTURE EXPANSION.
INSTALL CONDUIT AT APPROX.
3.5 DEPTH(MATCH EXISTING)
UNLESS FIELD CONDITIONS
REQUIRE ADJUSMENT PER FDOT

LEGEND

® POLE LIGHT-SEE SCHEDULE SHEET E-1

2-1" CONDUITS FROM FIBER VAULT
(1 CONDUIT FOR ELECTRICAL)
(1 CONDUIT FOR FIBER)

—E —

EXISTING SERVICE PANEL-SEE SCHEDULES

DENOTES RECEPTACLE CIRCUITS:

EXISTING TRAFFIC SIGNAL PULL BOX

EXISTING POLE LIGHTS TO
o REMAIN.
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TERMINATE CONDUITS 1IN ik

FLUSH MOUNT J-BOX W/

2-2" CONDUIT
BETWEEN FIBER
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REMOVABLE COVER-TYPICAL!

POLE BASE

FIBER/ELECTRICAL
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PARK AVENUE
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CONDUIT ROUTING DETAIL

NO SCALE

CANTON AVE
(50" R/W. PER PB °A°, PG 67)

2-2" CONDUIT
BETWEEN FIBER
VAULTS

| 1—2" CONDUIT

0 SERVICE ' C’

PANEL 2-2" CONDUIT
BETWEEN FIBER
VAULTS

PLAN NOTES

POLE LIGHTING CIRCUITRY AND RECEPTACLE CIRCUITRY
0 BE ROUTED IN SEPARATE CONDUITS.

ALL POLE LIGHTING CIRCUITS IN 3/4” CONDUIT.

PROW BE\NE( ARY—PL B REQUIRED.

FINAL CONNECTION FROM PULL BOX TO POLE LIGHT TO
BE #12 CU.

PARTIAL ELECTRICAL SITE PLAN

SCALE: 1"= 300"

25080-E-SITE
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760 FLORIDA CENTRAL PARKWAY
SUITE 224
LONGWOOD, FL 32750
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Fire Protection

WINTER PARK, FLORIDA
To the best of the engineer's knowledge, the plans and specifications comply with the applicable minimum building codes and the applicable fire-safety standards as determined by the local authority in accordance with section 110.8.4.4 of the FBC and 633 Florida Statutes.
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